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-ABlSTRACT

It was determined that shot peeuing has a significant beneficial
effect on the fatigue properties of damaged bare and damaged plated
4340 steel (260 ksi), particularly upon the fatigue life at stresses
above the fatigue limit. It was further established that shot peening
is more beneficial in recovery of mwld damage than it is in the
recovery of severe damage. There are indications that shot peening
of steel damuaged to an extremely severe degree has a further deleterious
effect on the fatigue properties of the damaged steel.

4
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I. INTRODUCTION

S1. An incidental phase of a previous investigation, reference (a),
to study the beneficial effects of shot peening on the fatigue life of
chrome plated high strength steel, disclosed that shot peening after
plating was just as effective as shot peening before plating. From this
limited investigation, it would seem that a very significant practical
consideration could be given to the possibility of shot peening plated
parts that had been in service and were susceptible to fatigue failure
because of reduced fatigue properties due to chrome plating. This
could also apply to unplated parts under similar service conditions.
Such parts could be removed, shot peened (without stripping plating,
if present) and re-installed with a minimum of inconvenience.

2. Reference (b) authorized that a more comprehensive evaluation
be made of the effects of shot peening, after plating, on the fatigue
life of plated high strength steels (260 to 270 ksi), with particular
emphasis on the effects of sbot peening on plated and unplated steels
subjected to damaging high stresses but not showing surface cracks.I)

J 11. EXPERIMENTAL PROCEDURES

1. The material used was from a commercial heat of AISI 4343 steel
in accordance with MIL-S-5000A, meeting the chemical requirements shown
below, and heat treated to a strength level of 260,000:

Carbon .38/.43
Manganese .60/.80
Phosphorus .040 Max.
Sulphur .040 Max.
Silicon .20/.35
Nickel 1.65/2.0

Chromium .70/.90
Molybdenum .20/.30

2. The fatigue evaluation was conducted on an R. R. Moore Rotating
Beam Fatigue Testing Machine using standard smooth specimens with a test3 diameter of 0.250". The specimens were prepared in the following manner:

a. Pieces were cut to exact length and turned to k' diameter
i.on centers;

b. Re-centered with controlled depth - drilled and tapped
both ends;

c. Identification stenciled on both ends;

1 5
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d. Heat treated - normalized at 160OF for 30 minutes, *

austenitized at 1525OF for one hour, 3il quenched and
then tempered for one hour at 6300 F;

e. Rough ground to 0,025" oversize; H
f. Finish ground center section to 0.008" oversize;

S, Finish ground center section to 0.002" oversize - depth

of cut not exce•eding 0.001";

h. Ground tapers;

i. Polished by hand longitudinally, using the following
successively finer grades of abrasive to give an RMS
finish of not greater than 10 microinches:

Emery Carborundum, No. 180
TRI-M-ITE Silicon Carbon Paper, Grit No. 400A
Emery Polishing Paper, No. 0
Emery Polishing Paper, No. 4/0

3. Shot-peened specimens were peened in an airless blast machine,
using S-110 heat treated steel shot ro produce uniform coverage having
an arc height of A2.0.009 to 0.010".

4. Specimens were chrome plated at a current density of 2 amperes/
square inch for two hours. The ratio of chromic acid to sulphate in the
chromium plating bath was 100 to 1; 33 ounces of chromic acid to the
gallon was used. The batt. temperature was maintained at 131OF * 10,

with air agitation. These plating conditions resulted in a plating
thickness of 0.002", with a tolerance of -0.0001" + 0.

5. The basic fatigue evaluation consisted of esteblishing S-N

curves, damage lines, and the evaluation of JVAage oefore and after
shot peening, for each of four groups of s,,eciwens representing the
metal in four conditions, as follows:

Bare, unpeened
Bare, peened

Plated
Plated and peened

6. Damage lines were established in the classical iinner, working

from a conventional S-N curve determined by, using all virgin specimens.
A number of virgin speuimens were then pre-stressed, each at r differant
specific stress above the fatigue limit but for the same number oi
cycles, representing a fraction of the normal life at these pre-stresses
for the virgin material. These specimens were then re-tested at the

6
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fatigue limit established by the virgin S-N curve. Those that failed|1 were presumed to have been damaged by the pre-stress, whereas those
that did not fail were assumed to have no damage incurred. From these
pre-stressed specimens, it could be determined at what life the pre-
stress had no damaging effect on the fatigue limit. Several other
specimens, pre-stressed at other stresses and at another cycle level,
determined another stress-cycle combination at which no damage was
inflicted. A line drawn through a series of such stress-life com-
binations is somewhat facetiously called a "damage line". Thus, anyspecimen pre-stressed at any combination of life and stress below the
damaged line is said to be undamaged (if the effects on the fatigue
limit is denoted as the damage criteria). This does not necessarily
m s e e cessarilymean that the pre-stressed specimens were not damaged with respect to
the same or higher test level.

U 7. Additional confirmation as to the location of the damage line
was obtained by damaging groups of specimens in the established damage
area, with different degrees of damage (same value of pre-stress but
with increasing number of stress cycles, approaching fractute). Groups
of damaged specimens, consisting of specimens each damaged to the same
degree within the group, but varying in magnitude from group to group,3 were evaluated for damage by subjecting the damaged specimens to a
fixed intermediate test stress, until failure ocnurred. The remaining
life, as compared to the life of the virgin specimen, was taken as a
measure of damage. In addition, one-half of the specimens were shot
peened and re-tested at the same intermediate test stress, to ascertain,
by comparison, what effects shot peening had on the damaged material.
Other groups of damaged specimens were re-tested, after shot peening, at
the same test stress as the pre-stress, thus determining by direct
comparison, the effects of shot peening on the damaged miterial.

1 8. In order to investigate the feasibility of re-peening service
damaged parts (either plated or unplated) which had been previously shot
peened during the fabrication process, a similar evaluation was done
with peened and plated-peened groups, except that fewer degrees of damage
were examined in each case.

. If information concerning the complete damage behavior of a
part is desired, a more rational and comprehensive method is to establish
a complete S-N curve for the damaged test pieces. For this purpose, two

groups of identical specimens were subjected to damage, each to one of
two degrees of damage (severe and moderate), for the hare and plated
specimens. These two groups of damaged specimens were treated as new
test pieces with probable different fatigue properties, and new S-N
curves were established and compared with S-N curves obtained ;ith virgin
test pieces. Similarly damaged specimens were Rhot peened and S-N
curves were established for comparison with S-N curves of unpeened damaged
specimens to ascertain what effects, if any, shot peening had on damaged

7
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specimens. This was also done cn a lesser scale with the peened and
plated-peened groups of specimens, by evaluating only one degree of
damage, again to investigate the potential effect of a second peening
procedure.

10. It is a well !known fact that remarkable increases in fatigue
properties may be obtained by the "coaxing process". The coaxing process
involves repeated under-stressing for a large number of cycles at a level.
just below the fatigue limit, followed by a few million cycles at each U
of a series of higher stresses, increased in gradual steps. Not much
work has been published on the effect of coaxing on the fatigue properties
of %hrome plated steel. In order to obtain some dta which would be of
academic interest and possible future practical use, a few bare and
chrome plated specimens were subjected to the coaxing process for limited
comparison.

11. In all further discussions in this report, it will be under-
stood that fatigue limit values are based on 20 million cycles of stress,
and fatigue strengths, where used as comparison hereinafter, are based
on 100,000 cycles of stress.

12. All damage reported herein was confined to the early stages
prior to the formation of visible surface cracks detectable by dye
penetrant inspection methods. This was the case no matter how severe
the damage appeared to be, short of complete fracture.

13. As an aid to discussion relative to fatigue damage behavior,
the terms "cycle ratio" and "damage ratio" will be used extensively in
this report. The cycle ratio is defined as the ratio of the number of
pre-stress cycles at a designated pre-stress level to the expected
virgin life at that pre-stress (nI/N ). The cycle ratio is a rather
elementary but convenient method of ?ndicating the fractional fatigue
life used up at any given pre-stress level. The measuire cf damage
caused by the pre-stress is expressed by the damage ratio, which is
defined as the ratio of the difference between the number of cycles at
the expected virgin life at the test stress and the life of the damaged
material to the expected virgin life (Nt-nt/Nt). Curves of cycle ratio
vs damage ratio, based on test data, are used in this report to
characterize damage behavior of the bare and plated steel at different
stress levels.

8
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II. RESULTS

1. The S-N curves and damage lines for each of the four conditions
investigated - bare (control), peened, plated and plated-peened - are
shown on Plate I, giving a composite picture of the fatigue behavior.I The usual amount of scatter was obtained, but in the interest of clarity,
the individual test plot points are not shown on the graph. The detailed
raw data from which these curves were established is shown in Table I.

2. The fatigue limits and the fatigue strengths, together with
comparison of the values of each group to its control, are summarizedI below:

Fatigue Limit Fatigue Strength

J ksi % ksii

Bare, unpeened (control) 96 --- 130 ---
Bare, peened 103 107.3 154 118.5
Plated 66 68.8 90 69.2
Plated-peened 104 iO8.3 142 109.2

3. The effect cf shot peening )n the fatigue life of bare specimens
damaged to various degrees is shown graphically on Plate 2, listed inj detail in tabular form in Table 2, and is summarized below:

BARE STEEL

I High Stress Level Damage

Pre-stressed at 135 ksi for the cycle ratio indicated and then re-tested
at 120 ksi.

Life, Kilocycles*
I Cycle Ratio Damage Ratio Unpeened Peened Improvement Ratio

0.02 0.56 119.0 1,365.7 11.5
0.05 0.66 93.0 958.3 10.3
0.30 0.73 74.0 756.0 10.2
0.50 0.79 57.3 592.0 10.3
0.80 0.84 44.0 11.7 0.3

*Represents the average life of three specimens, but the number of
cycles of pre-stress that caused damage are not included in the number
of cycles sustained by the specimens at the test stress.

!9
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Pre-stressed at 135 ksi for the cycle ratios indicated, shot peened and
then re-tested at the same stress as the pre-stress, for direct
comparison:

Life, Kilocycles Life, Kilocycles* Improvement
Cycle Ratio Virgin Specimens Peened Specimens Ratio

0.02 60 324.0 5.4
0.30 60 241.0 4.0
0.80 60 9.7 0.2

Low Stress Level Damage

Pre-stressed at 105 ksi for the cycle ratios indicated and then re-tested
at 120 ksi.

Life, Kilocycles*
Cycle Ratio Damge Ratio Unpeened Peened Improvement Rat.o

0.3 0.28 195.3 2,734.7 14.0
0.5 0.35 176.7 2,249.7 12.7
0.7 0.41 159.3 1,714.0 10.8

*Represents the average life of three specimens, but the number of
cycles of pre-stress that caused damage are not included in the number
of cycles sustained by the specimens at the test stress.

4. The above analytical data (involving re-testing at other than the
pre-stress level) is shown in pictorial form on Plates 3 and 4, for the
high stress and low stress damage levels, respectively. A composite
picture of the damage behavior of the bare steel at different cycle ratios
is presented on Plate 5.

5. Comparisons of related S-N curves of severely damaged and
moderately damaged bare steel, unpeened and peened, are shown graph-
ically on Plates 6 and 7, respectively, the data for which is listed
in Table 3. A summary of the values is shown below:

10
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!
BARE STEEL

I Fatigue Limit Fatigue Strength
ksi % ksi %

' 3 Bare (Control) 96 --- 130

U Peened 103 107.3 154 118.5

Severely Damaged* 90 93.8 lOd 83.1
3 Severely Damaged, Peened 98 102.1 134 103.1
UModerately Damaged** 95 99.0 1293.8

Moderately Damaged, Peened 98 102.1 141 108.5:• I
*Severely Damaged at 135 ksi for 30 kc for a Cycle Ratio of 0.5

and a Damage Ratio of 0.79
•'ý •**Moderately Damaged at 135 ksi for 3 kc for a Cycle Ratio of 0.5

and a Damage Ratio of 0.66

1 6. The effect of shot peening on the fatigue life of plated specimens
damaged to various degrees is shown graphically on Plate 8, listed in1 |detail in tabular form on Table 4, and summarized below:

PLATED STEEL

I High Stress Level Damage

Pre-stressed at 100 ksi for the cycle ratios indicated and then re-testedI| at 90 ksi.

Life, Kilocycles*

*| Cycle Ratio Damage Ratio Unpeened .. eened Improvement Ratio
U
* 0.02 0.50 50.0 20,000** 400 plus

0.10 0.57 42.7 20,000** 468 plus
30.20 0.62 38.0 81.0 2.1

0.50 0.79 21.0 45.7 2.2
0.70 0.90 9.7 19.7 2.01 0.80 0.96 4.3 2.7 0.6

I *Represents the average life of three specimens, but the number of
*| cycles of pre-stress that caused damage are not included in the

number of cycles sustained by the specimens at the test stress.

1 **Indicates one or more specimens had run-out iife of 20 million cycles.

I
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Pre. stressed at 100 ksi for the cycle ratios indicated, shot peened

and then re-tested at the same stress as the pre-stress, for direct
comparison.

Life, Kilocycles Life, .,ilocycles* Improvement
Cycle Ratio Virgin Specimens Peened Specimens Patio

0.1 50 1,211.0 24.2
0.2 50 267.0 5.3
0.5 50 75.7 1.5 L3
0.8 50 7.3 0.2

Low Stress Level Damage .

Pre-stressed at 70 ksi for the cycle ratios indicated and then re-tested
at 90 ksi.

Life. Kiloccles*
CYcle Ratio Damage Ratio Unpeened Peened Improvement Ratio

0.4 0.29 71.3 20,000** 280 plus
0.5 0.36 64.0 15,737** 246 plus
0.6 0.43 57.0 14,801** 260 plus
0.8 0.56 44.3 10,798** 244 plus

*Represents the average life of three specimens, but the number of
cycles of pre-stress that caused damage are not included in the
number of cycles sustained by the specimens at the test stress.

**Indicates one or more specimens had run-out life of 20 million cycles.

7. The above analytical data is shown in pictorial form on Plates 9
and 10, for the high and low stress levels, respectively. A composite
picture of the damage behavior of the plated steel at different cycle
ratios is presented on Plate 11.

8. Comparisons of related S-N curves of severely and moderately
damaged plated steel, unpeened and peened, are shown graphically on
Plates 12 and 13, respectively, the data for which is listed in Table 5.
A summary of values is shown below:

12
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PLATED STEEL

Fatigue Limit Fatigue Strength

ksi % ksi %

I Plated 66 --- 90 ---
4Plated and Peened 104 157.6 142 157.8

j Plated, Severely Damaged* 34 51.5 38 42.2
Plated, Severely Damaged, Peened 50 75.8 72 80.0
SPlated, Moderately Damaged** 65 98.5 85 94.4

* Plated, Moderately Damaged, Peened 98 148.5 116 128.9

*Severely Damaged at 100 ksi for 35 kc for a Cycle Ratio of 0.7
and a Damage Ratio of 0.9

**Moderately Damaged at 100 ksi for 5 kc for a Cycle Ratio of 0.1
and a Damage Ratio of 0.57I

9. A summary of the effect on the fatigue limit and fatigue strength
is shown graphically on Plates 14 and 15, respectively, and is listed

I below:

BARE STEEL

I Fatigue Limit/ksi Fatigue Strength/ksi
Damage Ratio Unpeened Peened Unpeened Peened

* 0 96 103 130 154
0.66 95 98 122 141
0.79 90 98 108 134

PLATED STEEL

Fatigue Limit/ksi Fatigue Strength/ksi
Damage Ratio Unpeened Peened Unpeened Peened

0 66 104 90 142
0.57 65 98 85 116
0.90 34 50 38 72

10. The effect of repeening on the fatigue life of the bare peened
specimens at two degrees of damage is shown graphically on Plate 16,
listed in detail in tabular form in Table 16, and summarized below:

13
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BARE, SHOT PEENED STEEL

Pre-stressed at 135 ksl for the cycle ratios indicated and then re-te~ted
at 120 ksl.

Life, Kilocycles* fl
Cycle Ratio Damage Ratio Peened Re-Peened Improvement Ratio

0.09 0.83 455.0 462.3 1.0
0.62 0.97 87.3 59.3 0.7 I

*Represents the average life of three specimens, but the number of
cycles of pre-stresa that caused damage is not included in the number
of cycles sustained by the specimens at the test stress.

Shot peening again after damage did not show ony basic '.mprovement in
the fatigue life of the previously peened specimens, so all further
investigation was discontinued, since there appeared to be no practical
use for this type application.

11. The effect of repeening on the fatigue life of the plated-peened
specimens at three different degrees of damage is shown on Plate 17,
listed in detail in tabular form in Table 7, and summarized below:

PLATED, SHOT PEENED STEEL

Pre-stressed at 135 ksi for the cycle ratios indicated and then re-tested
at 120 ksi.

Life, Kilocycles*
Cycle Ratio Damage Ratio Peened Re-Peened Improvement Ratio

0.10 0.71 436.7 467.3 1.1 I
0.14 0.98 25.7 17.3 0.7
0.60 0.99 10.0 5.7 0.6

*Represents the average life of three specimens, but the number of cycles
of pre-stress that caused damage is not included in the number of cycles
sustained by the specimens at the test stress. 3
As in the case of the bare peened steel, because there was no appreciable
improvement in the fatigue life as a result of shot peening again, after I
damage, the investigation concerning repeening of plated-peened specimens
was discontinued as being of no significant practical consequence.

I1
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12. For emphasis, it is repeated that in all cases listed above,
the number of cycles that caused damage are not included in the number

Sof cycles sustained by the specimens at the test' stress. In other words,
each damaged specimen, whether unpeened or peened, was treated as a new
specimen when evaluated and compared to another.

13. The increase in failuze stress (by coaxing) for both the bare

and plated steels is shown en Plates 18 and 19, respectively, the graphs
of which are self-explanatory.

IV. ANALYSIS OF RESULTS

1. The damage lines as developed, and as shown on Plate 1, are
rather cursory in nature but are adequate for the purpose intended. No
attempt was made to precisely pin-point the damage lines; rather they
were established primarily to determine general areas of damage for the
purpose of associating detectable quantitative degrees of damage with
the hoped-for beneficial effects of shot peening on damaged material.
Since the establishment of the damage lines was incidental to the main
area of investigation, it was not deemed feasible to investigate complete
damage behavior at extremely high loads and low cycle life. However, it
is oelieved that if the damage lines were accurately determined along
the entire range of life, each damage line would have a tendency to curve
upward and theoretically intersect its virgin S-N curve at some point
corresponding to the ultimate strength and one cycle of stress, where
damage would be complete.

2. The composite picture of all the S-N curves and their correspond-
ing damage lines, as shown on Plate I, for the four conditions investigated
(bare, bare peened, plated and plated-peened) makes fcr interesting
analysis.

3. Prior tests (reference (b)) of a different heat of 4340 steel
at 260 ksi strength level, resulted in an increase In fatigue limit of
the bare steel from 98 ksi to 102 ksi when shot peened, as compared to
96 ksi to 103 ksi, respectively, obtained in the investigation reported
herein, using the same shot peening tenhnique and, just as before, the
beneficial effects were more pronounced at the higher test stress levels.
The above values of the fatigue limits correlate rather favorable, I
considering the fact that different heats of steel were used, and that
tests were conducted at different times of the year in a fatigue
laboratory having neither temperature nor humidity control. The improve-
ment in fatigue life, because of shot peening, is a result of compressive
residual stresses on the surface introduced by cold work, and the degree
of improvement in most cases is generally related to the susceptibility

of the steel to strain hardening. The surface compressive stresses cause
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the location of crack nuclei to be shifted to some point below the
surface, which reduces the harmful effect of surface stress raisers. F
Shot peening, in addition, nullifies the stress concentration effects
of surface imperfections which are ever present to a more or less
degree and which are incipient sources for fatigue failures. Signi- [I
ficantly, the damage line of the bare peened metal is located closer Li
to its S-N curve; indicating the bare metal is more susceptible to
early damage than peened metal. v

4. The relationship of the bare steel S-N curve to its damage
line is smilar to that of the plated steel S-N curve to its damage line,
except that the plated steel curves are displaced downward and to the
left for lowered fatigue characteristics. This would seem to indicate
that the chromium plating had the effect of lowering both the fatigue
limit and the finite life, and maintaining more or less the same relative
area of damage. The reduction in fatigue properties of the plated steel
is quite significant, particularly in the case of the fatigue limit, which
was reduced from 96 ksi to 66 ksi for the plated steel, an amount equal
to 31.2%. This reduction in the fatigue properties of the plated steel
is due to the fact that (1) the chrome plating itself contains internal
cracks which act as severe stress raisers and (2) the chrome is electro-
deposited in a tensile stress condition, which has further adverse
effects on the fatigue properties of plated steels, especially in bending
applications.

5. As a result of shot peening, the fatigue limit of the plated
steel was raised from 66 ksi to 104 ksi, representing an approximate
increase of 8% over the 96 kxi fatigue limit of the bare steel. Thus,
shot peening not only improved the reduced fatigue life of the plated
steel, but it increased it above that of the bare steel. It is interest-
ing to note that the fatigue limit of the peened plated steel (104 ksi)
was approximately equal to that of the peened bare steel (103 ksi),
the slight difference being well within the range of experimewt'al error.
Of great significance is the fact the damage line of the plated steel
was moved upward (by shot peening) until it almost corresponded with
the damage line of the peened bare metal. Thus, the shot peening of
plated steel not only restored to the steel its original fatigue proper-
ties prior to plating, but it significantly reduced the vast damage
area shown on the damage S-N curve plot, which indicates the elimination
of much of the early potential damage associated with plated steels.

6. The increase of the fatigue properties of the plated steel, by
shot peening, is attributed mainly to the beneficial effects of the shot
peening process which has a tendency to round off and peen over the many
sharp macroscopic cracks that are generally present in a standard
electrodeposited chromium plating, thus minimizing the harmful stress
concentration effects of these plating cracks. In addition to this, ahot

16
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peening places the plating in a state of compressive residual stress
S I and compacts the surface of the plating, and perhaps some of the shot
U peening effect is transmitted through the chrome plating to the basis

metal, all conditions which tend to hinder the formation and propagation
of tensile fatigue cracks.

I
7. An examination of Plates 2, 3, and 4 clearly demonstrates the

obvious beneficial effects of shot peening on the fatigue life of bare
steel damaged to various degrees, except for the one case where the
damage was so severe (0.84 damage ratio) that shot peening adversely
effected the fatigue life. At damage ratios less than 0.8, the bare
damaged steel showed an improvement in fatigue life as high as 11 times
for severely damaged bare steel, and 18.5 times for moderately damaged
steel. The composite picture of the damage behavior of the bare steel
at different cycle ratios, shown on Plate 5, indicates that a simple
linear relationship between damage and cycle ratio does not exist.

8. Comparison of full S-N curves of unpeened damaged and peened
damaged bare steel, for severe and moderate damage, Plates 6 and 7,
respectively, showed improvements (as a result of shot peening) both in
finite life and fatigue life for both degrees of damage, to the extent
that in both cases the fatigue limits of the peened damaged steel were
greater than the fatigue limits of the unpeened virgin steel. Sub-
stantiating this, R. L. Jones, reference (c), established that shot
peening was effective in extending fatigue life of 4335M steel specimens,
heat treated to 260-280 ksi ultimate strength, which had been cyclic
stressed to 60% of their life expectancy. R. F. Brodrick, reference (d),
found that shot peening of propeller blades made of 4340 steel acted as
a barrier to the detrimental effects of subsequent surface damage, such
that specimens which were peened before damage showed an average fatigue
limit of 110% higher than those which were not shot peened prior to

I damage.

9. Evidence on Plates 8, 9, and 10 conclusively demonstrate the great
S, beneficial effects of shot peening on the fatigue life of plated steel

damaged to various degrees. This was particularly apparent at the high
stress level damage ratios of 0.50 and 0.57, where the improvement in
fatigue life was at least 400 times or more. However, at the high stress
level damage ratios of between 0.62 and 0.90, the improvement was only
twice as grvat. At the low stress level damage (damage ratios less than
0.60), the damaged plated steel consistently showed an improvement in
fatigue life of at least 244 times or more. As in the case of the bare
steel, plated stee" hat had been damaged at a very severe level (0.96
damage ratio) shou further adverse effects when shot peened. Plated
steel behaved in a manner similar to the behavior of bare steel in that
there was no evidence of a linear relationship between cycle ratio and
damage ratio, Plate 11, although the damage seemed to be less when re-
tested at a test stress less than the pre-stress.

I
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10. Comparison of full S-N curves of plated damaged unpeened and
plated damaged peened steel for severe and moderate damage, Plates 12
and 13, show improvement (as a result of shot peening) in both finite
life and fatigue limit, but not to the extent exhibited by the damaged
bare steel. In the case of the bare steel, the general fatigue proper-
ties of the damaged material were significantly improved by shot
peening to the point that they were superior to those of the undamaged
steel. In contrast to this, only the moderately damaged plated steel
(when peened) showed fatigue properties superior to the undamaged
unpeened plated steel. Although showing some improvement, the fatigue
properties of the severely damaged plated peened steel did not approach
those of the undamaged unpeened plated steel.

11. The beneficial effects of shot peening on the fatigue character-
istics of damaged bare steel and plated damaged steel is attributable to
the same factors that cause beneficial effects on the undamaged bare and
undamaged plated steels, as stated elsewhere in this report. It must be
borne in mind that the damage inflicted had not reached the visible
crack stage when evaluated. It is doubtful if shot peening would have
significant beneficial effects if visible cracks had been formed -

shot peening does not perform a welding action to heal over cracks.
Rather, shot peening, in the presence of fatigue cracks, would perhaps
aggravate the situation to cause more damage and thus ahorten fatigue
life. The presence of visible cracks would mean the accumulation of
irreparable damage. !

12. An examination of Plates 14 and 15 discloses that fatigue
limits and fatigue strengths of the steel in bare, peened, plated and
plated-peened conditions were not appreciably affected until the damage
ratio exceeded 0.6, indicating that damage of a moderate nature, even L
though cccurring early in the fatigue process, was not necessarily
critical. Of particular interest was the case of the bare wnd the bare
peened steel, where even at the severe damage ratio of 0.79 the fatigue LA
properties were not too drastically reduced. In contrast to this, the
plated and the plated-peened steel had fatigue properties markedly re-
duced at the fatigue damage ratios greater than 0.6.

13. An ar.alysis of the evaluation pertaining to the questionable
beneficial effects of shot peening a second time after damage (either of U
the bare or plated steel), revealed that at mild damage there was little
or no beneficial effect, whereas at severe damage levels, there was a
decided dileterious effect on the fatigue properties as a result of the
second shot peening.

14. The increase in fatigue properties of the 4340 steel by the
"coaxing process" has been suggested as being due to work hardening of
the metal. This explanation has been rejected by G. M. Sinclair, refer-
ence (f), who points out that fatigue cracks usually are formed in the

18
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very regions which should have been work-hardened the most. Rather, it
is believed that the beneficial coaxing effects appears to be associated
with the phenomenon of strain aging (increase in elastic properties as
a result of a rest period after straining a small amount) which is
common in many ferrous metals. Results of Sinclair's investigation
indicate that "those metals which had a matrix of ferrite capable of
further strain-aging had their fatigue resistance improved by the
coa•ing procedure. The metals which were work-hardenable but which
had little or no capacity for strain-aging (or for further aging) showed
no coaxing effect".

15. After enough data had been generated to substantiate the
belief that the coaxing process did have a beneficial effect on the
fatigue properties, further investigational work was discontinued, since
it was not the prime objective of this phase of the problem assignment.
However, it is believed there is sufficient interest and promise in thisareo to warrant a comprehensive investigation of the mechanism andbeneficial effects of the coaxing process on the fatigue properties of

the more commonly used steels in aircraft construction.

16. Basically, there are at least three different stages involved
in the fatigue process: (1) crack nucleation; (2) formation and
devq.lopment of microcracks; and (3) raid crack propagation and failure.

17. In the first stage, unfavorably oriented crystals are deformed
undqor load so that relative sliding motion of atoms along crystallographic
shear planes produce slip bands. Slip is further aggravated by a pile-up
of dislocations in the crystal lattice, and by imperfections such as
voids and inclusions. Under repeated loading, new slip bands are con-
tinually forming parallel to the original bands since the metal in the
vicinity of the earlier slip bands has been strain hardened and resists
further slippage, except at higher stresses. Most slip bands start to
form during the first f'w thousand cycles of stress and continue to form

8£ during the first stage, but not too any great extent in the second and
third stages.

1 18. The second stage takes place when continued cycling causes the
coalescence of a number of crack nuclei associated with slip bands to
form submicroscopic cracks. These submicroscopic cracks form early
during the finite fatigue life, and may take up the largest portion of
the fatigue life. The number of these cracks formed depend upon the
stress; many at high stress, few at Low stress.

1 19. The third stage is the combining of a number of submicroscopic
cracks to form either one or more macrocracks in the direction perpendi-
cular to the maximum tensile stress, whose growth to some critical length
is cause for sudden fracture in a relatively short time.

j 19
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20. During the first stage of the fatigue process, slip takes place
in favorable crystal planes and directions to produce localized yielding
with associated strain hardening which tends to improve fatigue resistance Li
in these localized areas. A residual stress field is associated with
this stip which can impose a damaging preload on crystal planes with
limited slip capability which is aggravated by non-metallic inclusions 17
and second phase particles which create stress concentration and an
associated weakening effect, leading to subsequent formation of sub-
microscopic cracks and ultimate failure with repeated loading. There is
enough justification to believe that both tendencies, one strengthening
and the other weakening, may be occurring during the fatigue process, with
strengthening predominant at low stress leveiz and damage at high stress
levels. It may well be that the fatigue limit of a steel is that stress
at which an equilibrium is reached between the damage occurring at
localized discontinuities, and strengthening due to strain aging.

21. It is assumed that the damage described herein occurred either
in the first or second stage of the fatigue process, depending upon the
cycle ratio used to establish the damage, since there appeared to be no
surface cracks in any case of the damage noted during this investigation.
To re-iterate, experimental evidence indicates that nuclei of fatigue
damage form early in the fatigue process and the number of crack nuclei
formed in the relatively early life depends upon the stress level and
number of cycles. It also must be recognized that the distribution of
damage in a single specimen is a varying quantity depending upon the lack
of homogeneity of the material. Low pre-stress cycles will affect com-
paratively few regions susceptible to crack nucleation, whereas high pre-
stress cycles will not only increase the number of crack nuclei, but will
also effect the existing crack nuclei in a more intensive measure. Thus,
it may be stated that the amount of damage initiated in a material is a L

function of the number of cycles and the pre-stress level, not necessarily
a linear function.

22. Retesting at a higher test stress has a tendency to extend and
enlarge the damage mainly at the crack nuclei already formed, rather than
to create additional crack nuclei. The converse is probably true - retesting
at a lower stress tends to create additional crack nuclei slowly, rather
than to quickly propagate damage already present as a result of the lower
pre-stress. In all cases of latent fatigue damage, the rate at which crack
nuclei propagate is a function of the magnitude of the test stress.

23. In the case of the S-N curve of the severely damaged material,
crack nuclei have coalesced sufficiently to form submicroscopic cracks of
critical lengths during the pre-stress, which grow into visible cracks
upon subsequent testing to establish new S-N curves with much lower fatigue
properties both for tVi finite life and the fatigue limit. In the case of
the S-N curves of the mildly damaged materials, the crack nuclei have not
progressed to the point of submicroscopic crack formation, so that
additional cycling is required to i'.crease the damage enough to cause T

foemation of submicroscopic cracks, thus resulting in extended life and
fatigue limit, as compared to the severely damaged materials.

20
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24. Those damage nuclei which have reached some critical stage
during the pre-stress will promote premature failure upon being stressed
at the fatigue limit of the virgin material fusing the fatigue limit as
a damage criteria). The life of the pre-stressed specimens, compared to
the run-out life of the virgin specimens, is some indication of the

U? magnitude of the damage inflicted by the pre-stress. It has been found
that this measure of damage depends entirely upon the test stress used,
since the damaging treatment may produce a reduced fatigue life at one
stress level and an increased life at still another.

2:. It must be emphasized that the scope of this investigation was
exploratory in nature and this limitation precluded the use of a large
number of specimens to give significant statistical meaning to the
results. However, other investigators, reference (e), in making compari-
sons of statistical tests with those reported in non-statistical
investigations, have come to the conclusion that non-statistical
investigations of the effect of fatigue damage on fatigue life are, in
general, believed to be fairly reliable.

V. CONCLUSIONS

The results of this investigation demonstrate conclusively that shot
peening has a significant beneficial effect on the fatigue properties of
damaged bare and damaged plated 4340 steel (260 ksi), particularly upon
the fatigue life at stresses abnve the fatigue limit. The amount of
improvement depends upon the degree of damage - the greater the damage
the less the improvement, with a tendency for shot peening to have an
adverse effect on the fatigue life under extremely severe damage conditions.

A greater degree of recovery was experienced in shot peening damagedI bare steel than in shot peening damaged plated steel, although at the
moderately damaged condition the damaged plated steel showed spectacular
improvement in fatigue life, much more so than was the case for the
moderately damaged bare steel.

No beneficial effects were noted, by shot peening after damage, in

the fatigue properties of damaged bare steel and damaged plated steel
that had been previously shot peened prior to damage.

Experimental evidence indicates the following to be true concerning
cumulative damage of 4340 steel:

a. Fatigue damage forms early in the total life of the
fatigue process;

b. Initiation and amount of damage by a pre-stress above
the fatigue limit is a function of che number of cyclesj as well as the magnitude of the pre-stress;

21
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c. Damage is not a linear function of the pre-stress;
additional cycles of over-stress produce greater
proportional damage;

d. Pre-stressing caused a consistent reduction in fatigue
properties; although at damage ratios of less than 0.6
the reduction is not considered significant.

VI. RECOMMENDATIONS

It is recommended that consideration be given to the possibility of
shot peening particular bare or plated 4340 steel parts (previously
unpeened) that have been in service in a given aircraft model and start
to fail by a fatigue mechanism, taking into account other factors such
as dimensional changes and surface finish requirements.

It is further recommended that the authorization of additional
problem assignments be initiated for a more comprehensive statistical
study of the following facets of high strength aircraft steels, both in
the bare and plated conditions, listed in order of priority:

a. Cumulative damage and fatigue behavior;

b. Beneficial effects of shot peening on the fatigue
properties of damaged steel;

c. Determination of optimum pre-stressing procedures
for maximum "coaxing effect".

t9
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!I
FATIGUE DATA FOR ESTABLISHING S-N CURVES AND DAMAGE LINES OF BARE

STEEL, SHOT PEENED STEEL, PLATED STEEL, AND PLATED-PEENED STEEL

BARE METAL (CONTROL) SHOT PEENED METAL
S-N Curve S-N Curve

Stresslksi Cycles Stress/ksi Cycles

140 55,000 140 375,000
130 83,000 130 648,000I 120 202,000 120 2,840,000
110 256,000 115 6,860,000
105 981,000 110 7,452,000
100 3,547,000 108 14,048,000
99 4,526,000 105 16,283,000
98 1,856,000 104 14,262,000
97 2,088,000 103 20,000,000*
96 20,000,000* 103 35,000,000*
96 20,000,000*I

j Damage Line Damage Line
Pre-Stress Kilocycles at Pre-Stress Kilocycles at
ksa kc 96 ksi Retest ksi_ kc 103 ksl Retest

1 110 3 3,157 140 10 20,000*
109 3 20,000* 142 10 20,000*
108 10 274 145 10 5,687
106 10 16,424 135 40 20,000*
105 10 20,000* 137 40 1,565

103 50 12,018 127 150 985
102 50 20,000* 125 150 20,000*
99 200 1,563 124 400 14,282
98 200 20,000* 122 400 20,000*

110 2000 20,000*
113 2000 11,276
112 2000 8,420

*Indicates No Failure

i TABLE I

Page 1 of 2 Pages
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U

PLATED METAL PLATED AND PEENED METAL
S-N Curve S-N Curve

Pre-Streps/ksi Cycles Pre-Stresstksi Cycles

120 16,000 150 76,000
110 32,000 140 102,000
1 100 42,000 130 450,000
90 94,000 120 769,000
80 160,000 115 1,940,000
70 586,000 110 4,042,000
68 728,000 108 7,470,000
67 452,000 105 17,937,000
66 20,000,000* 104 20,000,000*
66 20,000,000* 104 20,000,000*

Damage Line DamaRe Line
LPre-Stress Kilocycles at Pre-Stress Kilocycles at
ksi kc 66 ksl Retest ksl kc 140 ksi Retest

I, 85 3 203 130 50 20,000*
84 3 20,000* 131 50 20,000*
80 10 627 132 50 4,500
78 10 20,000* 125 150 20,000*
76 30 340 127 150 11,250
75 30 20,000* 122 300 20,000*
74 70 84 123 300 1,668
73 70 428 119 600 270
71 70 20,000* 117 600 20,000*
70 70 20,000*I

*Indicates No Failure

I

TABLE 1
I Page 2 of 2 Pages
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FATIGUE DATA - EFFECT OF SHOT PEENING ON DAMAGED PEENED
... BARE STEEL AT VARIOUS DEGREES OF DAMAGE

Pre-stressed at 135 ksi for the cycle ratios indicated and then retested
at 120 ksi.

I 60,2M Cycles (C.R.-O.09) 400,000 Cycles (C.R.-O.62)
Retest Cycles* Retest Cycles*

Unpeened Peened Unpeened Peened

178,000 845,000 98,000 84,000
967,000 223,000 76,000 29,000
2 20,000 319,000 88,000 65,000

Avg. 455,000 462,333 87,333 59,333
I.R. 1.0 I.R. = 0.7I

C,R. a Cycle Ratio = Pre-stress cycles/Virgin life cycles
I.R. = Improvement Ratio = Cycles of life of specimens peened second time/

Cycles of life of specimens peened once

Life of peened specimens at 135 ksi is 650 kc.
SI Life of peened specimens at 120 ksi is 2,700 kc.

*The number of cycles of pre-stress that caused damage are not included

in the number of cycles sustained by the specimens at the test stress.

TABLE 6[
I
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I
FATIGUE DATA . EFFECT OF SHOT PEENING ON DAMAGED PLATED

PEENED STEEL AT VARIOUS DEGREES OF DAMAGE

I Pre-stressed at 135 ksl for the cycle ratios indicated and then
retested at 120 ksi.

25,000 Cycles (C.R.-O.1O) 35,000 Cycles (C.R.-O.14)

Retest Cycles* Retest Cycles*
Unpeened Peened Unpeened Peened

180,000 310,000 23,000 17,000910,000 842 ,O00 30,000 17,000

220,000 250,000 24,000 18,000
Avg. 436,667 467,333 25,66"7 17,333

I.R. 1.1 I.R. = 0.67

150,000 Cycles (C.R.-O.60)
Retest Cycles*

Unpeened Peened

8,000 6,000
13,000 7,000
9,000 4,000

SAvg. 10,000 5,667
I.R. = 0.57

4 I
C.R. Cycle Ratio * Pre-stress cycles/Virgin life cycles

I.R. * Improvement Ratio = Cycles of life of specimens plated and peened
second time/Cycles of life of specimens peened
once.

Life of plated peened specimens at 135 ksi is 250 kc.I• Life of plated peened specimens at 120 ksi is 1,500 kc.

*The number of cycles of pre-stress that caused damage are not included

in the number of cycles susLained by the specimens at the test stress.

TABLE 7

I'
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